
Article 16-2 - American Society of Sanitary Engineers Standard 1051

(The following Indiana Amendments are reprinted here from the Indiana government web site for your convenience.
We have not edited or reformatted these pages nor have we reviewed them for accuracy. We assume them to be
identical to the official amendments as originally printed in the Indiana Register. We make no stated or implied
claim as to their accuracy.)

Rule 2. American Society of Sanitary Engineers Standard 1051-1998

675 IAC 16-2-1 Title; availability
Authority: IC 22-13-2-2
Affected: IC 22-12; IC 22-13; IC 22-14; IC 22-15; IC 36-7-2-9

Sec. 1. (a) This rule shall be published, except for incorporated documents, by the fire and building services
department, for general distribution and use under that title.

(b) The American Society of Sanitary Engineers Standard 1051 is available for purchase from the Fire and
Building Services Department, Indiana Government Center-South, 402 West Washington Street, Room W221,
Indianapolis, Indiana 46204-2739. (Fire Prevention and Building Safety Commission; 675 IAC 16-2-1; filed Jun 30,
1999, 2:53 p.m.: 22 IR 3414)

675 IAC 16-2-2 Adoption by reference
Authority: IC 22-13-2-2
Affected: IC 22-12; IC 22-13; IC 22-14; IC 22-15; IC 36-7-2-9

Sec. 2. That certain document, being titled as American Society of Sanitary Engineers Standard 1051, 1998
Edition, published by the American Society of Sanitary Engineers, 28901 Clemens Road, Westlake, Ohio 44145, be
and the same is hereby adopted by reference, as if fully set out in this rule, save and except those amendments made
in this rule. (Fire Prevention and Building Safety Commission; 675 IAC 16-2-2; filed Jun 30, 1999, 2:53 p.m.: 22 IR
3414)

675 IAC 16-2-3 Connections
Authority: IC 22-13-2-2
Affected: IC 22-12; IC 22-13; IC 22-14; IC 22-15; IC 36-7-2-9

Sec. 3. Delete subsection 1.4.7 without substitution. (Fire Prevention and Building Safety Commission; 675 IAC
16-2-3; filed Jun 30, 1999, 2:53 p.m.: 22 IR 3414)

675 IAC 16-2-4 Code requirements; definitions
Authority: IC 22-13-2-2
Affected: IC 22-12; IC 22-13; IC 22-14; IC 22-15; IC 36-7-2-9

Sec. 4. (a) Change section 4.1.6, code requirements, to read as follows: Installation shall be in accordance with the
manufacturers’ installation instructions and the plumbing code.

(b) Delete the first sentence of section 5.0. Definitions. (Fire Prevention and Building Safety Commission; 675 IAC
16-2-4; filed Jun 30, 1999, 2:53 p.m.: 22 IR 3414)


